
MAIN FEATURES

TECHNICAL SPECIFICATIONS

LIGHT SOURCE

COLOR SYSTEM

BODY

ELECTRONICS

ELECTRICAL

OPTICS

DYNAMIC EFFECTS

CONTROL

PHYSICAL

1.�864pcs�SMD5050�RGB�3in1�LED�+96pcs�White�SMD5050�LED2.�Beam�angle�120º3.�8-segment�horse�racing�+�Wash�+�flashing

Source:�864pcs�SMD5050�RGB�3in1�LED�������������������96pcs�White�SMD5050�LED����������������
Color�:�RGB+White

Input�power:�AC100-240VPower�frequency:�50/60HzPower:�240W

Linear�dimming:�0-100%�Linear�Dimmer

Beam�Angle:120°

IP�Rating:20Average�lifespan:�50,000�hoursDimensions:460*240*75MMWeight:3.6kg

Strobe:�1-25HzBeam�angle:120°Cooling�method:�fan�coolLED�displayCase�color:�black

PHOTOMETRICS DIAGRAM

TECHNICAL DRAWINGS

DMX�channel:4/11/32/39CHDMX�connector:��DMX�3-Pin�XLR�input/output�Power�connector:�PowerCon�input/output�
Control�mode:DMX/master-slave/auto/sound

LED�Strobe�LightsSPL-LED-960B
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